


2

System Lights: Green light turns on continuously; indicating sufficient 12-V DC power.
Green light blinking; indicates insufficient 12-V DC power.
Red light indicates tester is ON.
Yellow light turns on continuously; indicating tester may be low on smoke solution.
Yellow light occasionally blinking; is a normal temperature-control function of tester.

Flow Meter: with its pointer-flag is used to establish a quick Pass / Fail when determining if the vehicle
being tested has a .040” or .020” leak.

Selector Switch: is used to select the functions of the tester as explained in this manual.

ON / OFF Button: is used to operate the tester. The tester stays ON for five (5) minutes after the Start
Button is pressed. Press the button again to turn the tester OFF.

Input Supply Hose: Used to connect the tester to inert (i.e. nitrogen) gas source.

Output Supply Hose: used to confirm integrity of an EVAP system, when verifying system for leaks
(Phase One), or when introducing smoke into a system being tested for leaks (Phase Two).

Dipstick: used to maintain proper smoke solution level throughout the year, as well as access port to
drain and fill the tester with solution during its yearly smoke solution change maintenance.

Tester Overview:

Component Description

System Lights

Flow Meter

Selector Switch

Cap Plugs Kit

Exhaust Cones

Power Cables
(behind tester)

Water Separator / Filter
(behind tester)

Accessories Compartment
(behind tester)

ON / OFF Button

25 ft. Input Supply Hose

Output Supply Hose
(smoke / nitrogen / air)

Halogen Spotlight

Smoke Diffuser

EVAP Service
Port Adapters and

Schrader Valve Tool

Dipstick


